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Renderoc® BB
Low shrinkage mortar for the installation of elastomeric bridge bearings
1.00	Preparation
	Mark out the mortar pad perimeter ensuring that the mortar pad extends beyond the edge of the bearing 	by a minimum of 50mm, as per the requirements of RTA B284 for elastomeric bearings held in place by	friction alone.

1.10	Surface Preparation
	Saw cut the marked-out mortar pad perimeter to a depth of 5 to 10mm into the substrate and lightly 	scabble or needle gun the substrate within the perimeter. The prepared surface should then be cleaned 	by way of a high-pressure water jet to remove any dust from the surface.
1.12	Substrate Priming
	The substrate should be thoroughly soaked with clean water for not less than 3 hours then any excess 	water removed prior to applying the bearing installation mortar.
	Where a substrate /repair primer is required or where the substrate is wet or likely to remain 	permanently damp, a repair mortar compatible epoxy bonding agent may be required.

1.20	Bearing Installation Mortar
	The bridge bearing installation mortar shall be a single component, cement-based blend of powders to 	which only the site-addition of clean water shall be permitted. It shall be manufactured to achieve 	compliance with RTA B80 table B80.3 and table B80.7
The installation mortar material is to be non-hazardous in accordance with Australian Inventory of Industrial Chemicals containing <0.1% RCS (Respirable Crystalline Silica). 
	
	The mortar shall exhibit the following typical properties:
	Compressive strength:
(AS1478.2-2005 Flowable consistency)
	21MPa @ 1 day / 23OC

	
	47MPa @ 7 days / 23OC

	
	56MPa @ 28 days / 23OC

	Setting time:
	Initial: 3 hours @ 23oC

	
	Final: 5 hours @ 23oC

	Drying shrinkage:
 (AS1012.13 Flowable consistency)
	< 500 microstrain @ 21 days

	
	< 600 microstrain @ 28 days


. 
1.21	The mortar shall be applied and cured in accordance with the manufacturer’s product data 	sheet.
1.30	Fosroc Renderoc BB meets the performance criteria and is approved.Mar-07
Mar-07

Disclaimer
A Technical Data Sheet (TDS) is available from the Fosroc website. Read the TDS carefully prior to use as application or performance data may change from time to time.
This Specification is based on the information available at the time. You should read the TDS carefully and consider the information in the context of how the product will be used, including in conjunction with any other product and the type of surfaces to, and the manner in which, the product will be applied. Our responsibility for products sold is subject to our standard terms and conditions of sale. Parchem does not accept any liability either directly or indirectly for any losses suffered in connection with the use or application of the product whether or not in accordance with any advice, specification, recommendation or information given by it.Parchem Construction Supplies Pty Ltd
1956 Dandenong Rd Clayton Vic 3168
Ph: 1800 812 864
www.fosroc.com.au                   ABN 80 069 961 968
Distributed in New Zealand by: Concrete Plus Ltd
150 Hutt Park Road Gracefield       Ph: 0800 657 156 
www.fosroc.co.nz	    NZBN 9429033691282

[image: ]*Manufactured and sold under license from Fosroc International Limited. Fosroc and the Fosroc logo are trademarks of Fosroc International Limited, used under license. 
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